

	
		







	
		

		
			

				
									


				
					ORDER FORM
					+90 ( 535 ) 714 25 50
				


			


			
				
						HOME PAGE
	CORPORATE
	PRODUCTS
							
								
																			PRESSURE GAUGES
																			THERMOMETERS
																			AUTOMOTIVE
																			CUSTOM MANUFACTURING
																			COMPRESSOR SPARE PARTS
																	

							

						
	CONTACT


				


				
					 EN 
					
						
															Türkçe
								İngilizce
													

					

				


			

		



		

		
			
					HOME PAGE
	CORPORATE
	PRODUCTS


						
								PRESSURE GAUGES
	THERMOMETERS
	AUTOMOTIVE
	CUSTOM MANUFACTURING
	COMPRESSOR SPARE PARTS


						

					

						CONTACT



				

					
						SİPARİŞ FORMU
						+90 ( 212 ) 494 47 14
					

				

				
					
													TR
											

				


			

		


	

		
			Products

		

	




	
		Home page
		Products
		63 mm Diaphragm Pressure Gauges
	





	
		
		
			Products

			
					PRESSURE GAUGES
																Standard Dry Pressure Gauges
	Glycerine Filled Pressure Gauges
	Capsule Pressure Gauges
	mWS Pressure Gauges
	All Stainless Steel Dry Pressure Gauges
	All Stainless Steel Glycerine Filled Pressure Gauges
	1 CL Pressure Gauges
	Diaphragm Pressure Gauges
	Contact Pressure Gauges
	Isometric Pressure Gauges



													
	THERMOMETERS
													
	AUTOMOTIVE
													
	CUSTOM MANUFACTURING
													
	COMPRESSOR SPARE PARTS
													


			

		


		
			
				63 mm Diaphragm Pressure Gauges
									Product Information Document

							


			

				

					
						

					


					

						
					


				


				
					63 mm Diaphragm Pressure Gauges

					
							Used for pressure measurement of liquids and gases.
	Simga membrane manometers are used for the measurement of liquid, gas and non-homogeneous high viscosity materials. These manometers are less susceptible to vibration and vibration than other bourdon spring manometers.
	Due to its special structure, membrane manometers are not affected by excessive pressures.
	The use of open flanged type is envisaged for the measurement of high viscosity and crystalline materials.

					


					
																												Standard Specifications
																																																										


																								
																	
										Accuracy Class

										:
										1.0

									

																	
										Mechanism

										:
										Stainless Steel AISI 316 L

									

																	
										Case

										:
										Stainless Steel

									

																	
										Frame

										:
										Stainless Steel

									

																	
										Connection

										:
										Stainless Steel 1/4 BSP ( can be changed if requested)

									

																	
										Pressure Unit

										:
										Stainless Steel AISI 316 L Bourdon Tube

									

																	
										Dial

										:
										Aluminium, black division on white base or white devision on black base

									

																	
										Scale Unit

										:
										bar/psi

									

																	
										Scale Range

										:
										from -1 to 1000 bar
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